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Ref.

13120E 3.200 Kg. 580 Kg. 400/230V - 3.7kW 45”
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4X 1.050 710

Ours special profiles  allows 
us to manufacturate extremely resistant and 
less bulky posts.

RELIABLE SOLID NON DEFORMABLE

LIFTING PROFESSIONALS
POST LIFTS2



POST LIFTS  C3.2Réf. 13120E

Maximum reliability, 
mechanical and electrical.

Chain driver transmission 
integrated on the solid base

• Tool trays.

• Rubber 
protections on 
post for safe 
door opening.

• Spindle 
protection

High quality 
guided steel 

bearings offer 
longer durability 
than nylon guides.

The biggest 
on the 

market

The biggest 
diameter spindle 

on the market and 
hight quality nuts 

offer:
• Less wear.
• Longer lasting life.

CASCOS MAQUINARIA, S.A.
Zurrupitieta, 8 - Pol. Ind. Júndiz • Apartado 264
01015 VITORIA-GASTEIZ  / España/Spain
Tel. +34 945 290 294 / Fax +34 945 290 055
e-mail: info@cascos.es 

www.cascos.es +

THE PLANS AND PHOTOGRAPHS SHOWN IN THIS BROCHURE ARE FOR ILLUSTRATIVE PURPOSES ONLY, AND CM RESERVES THE RIGHT FROM TIME TO TIME TO MAKE MODIFICATIONS.

Accessories
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Exclusive details 
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Others

 lifts, againts the others from 
our maine competitors, can lift the 
maximum load at:

• Any opening angle..
• Arm extension..

Maximum load 
APPROVED

 In any position!

Max. Cap.

Our locking 
mechanism, via 

spindle as opposed 
to the cog style, 

allows for far 
greater choice of 

positioning for the 
operator .

Clip system pads

Ref.:  20800

M
ax

. 2
70

 / M
in.

 11
5  

(m
ax

. 3
,5T

)

Integrated power plug 
(Assembled in factory)

Ref.: 
22163

Original  spare part

Ref.: 
20311

Magnetic air Kit

Ref.: 
26177

Magnetic holder 
for tools

Ref.: 
26141

Double spindle

Standard spindle

Optional double spindle
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ASSEMBLED IN FACTORY 

At the time of purchase, we could advise you 
to choose the most accurate to your needs.
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Lift pads

Screw lift pads with 
regulation (up 37 mm)

60 mm 100 mm 200 mm


