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CHARACTERISTICS 
 

Construction: heavy duty housing, premium copper cable incl. clamps holder 
Testing Function: battery voltage test 
Protection: on/off switch, reverse battery protection with audible and visual warning  
Clamps: replaceable, fully isolated brass clamps with LED-flash light 
Display: big LCD-Display 
Battery: replaceable, 25Ah high-performance AGM HD battery 
Charging: incl. automatic charger or direct-charging over 12 V DC car cigarette lighter interface 
Accessories: charging leads for 12 V DC car cigarette lighter interface, automatic charger 
 

TECHNICAL DATA 
 

Type:     Booster P3 Professional Evo MAX 
Nominal Voltage:  12 V 
Cranking Amps:  Imax = 3100 A 
Battery Capacity:  25 Ah AGM HD 
Charger:      230 V AC / 12 V DC, 1.5 A 
Dimension:    280 x 160 x 350 mm 
Weight:   10.5 kg 
Power Cable:   1.1m (Ø 28 mm²) 

ITEM NUMBER 
 

1220000702 

APPLICATION 
 

Professional Range 
 

12 V: 

 
 
 
 
 
 
 
 
 
  

P3 Professional Evo MAX 
 
Maximized power and proved technology  
for heavy duty applications  
 
Increased-power rated P3 Evo Jump Starter for all common 
vehicles. This switchable power supply unit can also be used 
for mobile devices like electric tools (230 V power supply  
also possible with special converter). Rugged body housing  
for professional task. Easy and safe to use including reverse 
battery protection with audible and visual warning. Equipped 
with LED flashlight for simple working in dark environment.  
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